
CLOSED TOP
CHAIN

Sometimes you need a conveyor chain 
with a smooth, closed carrying surface. 
With no open areas, Closed Top chain 
adds a measure of safety perfect for 
operator stations. Closed Top chain 
has an internal roller which results in 
extremely low running friction. This 
means you ahve the option of creating 
extra long conveyors of 100’ or more. 

Closed Top conveyors are straight 
running, but can carry heavier products 
due to its robust design.

CHAIN OPTIONS:

PITCH

AVAILABLE WIDTH RANGE

USDA APPROVED
BISSC CERTIFIED

• Plain
• Raised Top
• Moving Side Guide
• Pusher Cleat
• Scoop
• Pusher w/ Moving Side Guide
• Scoop w/ Moving Side Guide

• 25mm (0.98”)

• 95.6mm - 1205.6mm

MATERIAL OPTIONS
Available in materials resistant to 
most chemicals and temperatures 
ranging from -40º to 220º F

DS0063A-1/3 - RH PLAIN 1/3
DS0067A-1/3 - LH PLAIN 1/3

DS0063A-2/3 RH PLAIN 2/3
DS0067A-2/3 - LH PLAIN 2/3

DS0063A - RH PLAIN
DS0067A - LH PLAIN

Shown above:

DS0069A
LH 50 MM MSG

KEY: LH = LEFT HAND • RH = RIGHT HAND • MSG = MOVING SIDE GUIDE • (P) = POLYURETHANE • (S) = SANTOPRENE • (A) = ACETAL
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DS0151A-1/3 - LH 6MM RAISED 1/3
DS0152A-2/3 RH 6MM RAISED 1/3

DS0069A-1/3 - LH 50MM MSG 1/3
DS0065A-1/3 - RH 50MM MSG 1/3

DS0151A - LH 6MM RAISED
DS0152A - RH 6MM RAISED

DS0068A-1/3 - LH 50MM PUSHER 1/3
DS0064A-1/3 - RH 50MM PUSHER 1/3

DS0068A-2/3 - LH 50MM PUSHER 2/3
DS0064A-1/3 - RH 50MM PUSHER 2/3

DS0070A-1/3 - LH 50MM PUSHER/MSG 1/3
DS0066A-1/3 - RH 50MM PUSHER/MSG 1/3

DS0068A - LH 50MM PUSHER
DS0064A - RH 50 MM PUSHER

DS0070A - LH 50MM PUSHER/MSG
DS0066A - RH 50MM PUSHER/MSG

DS0070A-2/3 - LH 50MM PUSHER/MSG 2/3
DS0066A-2/3 RH 50MM PUSHER/MSG 2/3

DS0069A - LH 50MM MSG
DS0065A - RH 50MM MSG

DS0069A-2/3 - LH 50MM MSG 2/3
DS0065A-2/3 - RH 50MM MSG 2/3

DS0151A-2/3 - LH 6MM RAISED 2/3
DS0152A-2/3 - RH 6MM RAISED 2/3 

KEY: LH = LEFT HAND • RH = RIGHT HAND • MSG = MOVING SIDE GUIDE • (P) = POLYURETHANE • (S) = SANTOPRENE • (A) = ACETAL
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Closed Top chain is perfect for 
handling bulk products.

The above information has been provided as guidelines only, and 
does not represent all design variations possible. For detailed or 

specific design requirements, please contact a represntative.

KEY: LH = LEFT HAND • RH = RIGHT HAND • MSG = MOVING SIDE GUIDE • (P) = POLYURETHANE • (S) = SANTOPRENE • (A) = ACETAL

DS0057A-1/3 - LH 50MM SCOOP/MSG 1/3
DS0056A-1/3 - RH 50MM SCOOP/MSG 1/3

DS0057A-2/3 - LH 50MM SCOOP/MSG 2/3
DS0056A-2/3 - RH 50MM SCOOP/MSG 2/3

DS0057A - LH 50MM SCOOP/MSG 
DS0056A - RH 50MM SCOOP/MSG 

DS0061A-1/3 - PLAIN CENTER 1/3

DS0060A
INTERNAL BARREL ROLLER

DS9964-CT-01
RETURN CHAIN
SUPPORT LINK

DS0150A-1/3 - 6MM RAISED 1/3

DS0150A-2/3 - 6MM RAISED 2/3

DS0150A - 6MM RAISED 

DS0062A-1/3 - 50MM CENTER PUSHER 1/3
DS0062A-2/3 - 50MM CENTER PUSHER 2/3

DS0062A - 50MM CENTER PUSHER

DS0058A-1/3 - 50MM CENTER SCOOP 1/3
DS0058A-2/3 - 50MM CENTER SCOOP 2/3

DS0058A - 50MM CENTER SCOOP

DS0061A-2/3 - PLAIN CENTER 2/3

DS0061A - PLAIN CENTER


